
       

FRONT STREET/DRAG SYSTEM  

2015-2022 SRT , Hellcat 

 

For any questions, please contact us at: 727-347-9915 Monday-

Thursday 8am ς 6pm est ŀƴŘ CǊƛŘŀȅΩǎ уŀƳ-4pm. 

 

*Installation of this kit should only be performed by persons experienced in the installation and proper 

operation of disc brake systems. 

 

Step 1; Disassembly of parts: 

*Raise the front wheels off the ground and support the front 

ǎǳǎǇŜƴǎƛƻƴ ŀŎŎƻǊŘƛƴƎ ǘƻ ǘƘŜ ǾŜƘƛŎƭŜ ƳŀƴǳŦŀŎǘǳǊŜǊΩǎ ƛƴǎǘǊǳŎǘƛƻƴǎΦ 

*Remove the front wheels, calipers, rotors, and dust shields. 

Step 2; Preassembly of parts and mounting: 

* You will need to grind a small area of your spindles to allow clearance 

    for the bracket to spindle bolt to clear the spindle. 



 

*Locate the brackets provided in the kit along with the caliper bracket 

mounting bolt kit (4x 9/16 hex head). Clean bolts with acetone to 

remove any oil. Using the factory ear locations, you will mount the 

bracket on top of the ear location. Use red Loctite to lock it in place and 

Torque to 50 ft. lbs.  



 

 

 

 

 

*Bolt rotors to hats using the 5/16 -18 ¾ low head screws. Make sure to 

clean bolts with acetone and use red Loctite to secure. The hat should 

be mounted on the flat side of the rotor for the drag style rotor. The 

vented rotor brake system, the hat will be mounted on the inside part 

of the rotor with the heads of the bolts recessed into the rotor. 

 

*Slide rotor and hat assembly over factory hub and lightly install a 

couple lug nuts to hold in place. At this time measure the spacing 

between the rotor and bracket.  


